
Subject: HNode high load...
Posted by nt1303 on Tue, 10 Jun 2008 15:32:15 GMT
View Forum Message <> Reply to Message

Hello,

Here is my VE conf, can you help me optimize this config ??

Thanks all,

My HNODE: Quad Core Intel(R) Xeon(R) CPU E5410  @ 2.33GHz
RAM: 8 Gb
HDD Raid 10 SATA 10k

VE RAM: 256Mb & 512Mb 
---------

ONBOOT="yes"

VERSION="2"
CLASSID="2"

KMEMSIZE="2147483646:2147483646"
LOCKEDPAGES="500:500"
PRIVVMPAGES="131072:131072"
SHMPAGES="65536:65536"
NUMPROC="500:500"
PHYSPAGES="0:2147483647"
VMGUARPAGES="65536:65536"
OOMGUARPAGES="65536:65536"
NUMTCPSOCK="1000:1000"
NUMFLOCK="500:500"
NUMPTY="250:250"
NUMSIGINFO="500:500"
TCPSNDBUF="107374592:123758592"
TCPRCVBUF="107374592:123758592"
OTHERSOCKBUF="107374592:123758592"
DGRAMRCVBUF="65536:65536"
NUMOTHERSOCK="1000:1000"
DCACHESIZE="4608000:4608000"
NUMFILE="12000:12000"
AVNUMPROC="360:360"
NUMIPTENT="500:500"

CPUUNITS="10000"
CPULIMIT="12"
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DISKSPACE="12640000:12640000"
DISKINODES="5120000:5120000"
QUOTATIME="0"
QUOTAUGIDLIMIT="1000"
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