
Subject: AW: [Users] Multiple bridge support
Posted by dietmar on Thu, 03 Jul 2008 05:20:53 GMT
View Forum Message <> Reply to Message

Attached is the patch.

- Dietmar
 
> > In Proxmox VE we want to support multiple bridges. I 
> currently use a 
> > patch which adds an bridge parameter to the netif options:
> >
> > NETIF="ifname=XXX,bridge=XXX,mac=XXX,host_ifname=XXX,host_mac=XXX"
> >
> > --netif_add ifname[,mac,host_ifname,host_mac,bridge]
> >
> > I also modified --netif_add to accept empty parameters, for example:
> >
> > --netif_add eth3,,,,vmbr3
> >
> > I wonder if we can include that into the vzctl release - I 
> will post 
> > the patch if soembody is interested.
> 
> Dietmar,
> 
> it will be useful indeed, please, provide patch to devel@ 
> mailing list. 
>

File Attachments
1) vzctl-bridge.diff.gz, downloaded 737 times

Page 1 of 1 ---- Generated from OpenVZ Forum

https://new-forum.openvz.org/index.php?t=usrinfo&id=1263
https://new-forum.openvz.org/index.php?t=rview&th=6402&goto=31524#msg_31524
https://new-forum.openvz.org/index.php?t=post&reply_to=31524
https://new-forum.openvz.org/index.php?t=getfile&id=574
https://new-forum.openvz.org/index.php

