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View Forum Message <> Reply to Message

vzctl set 106 --netif_add eth1 --save

# ifconfig
...
...
venet0    Link encap:UNSPEC  HWaddr 00-00-00-00-00-00-00-00-00-00-00-00-00-00-00-00  
          UP BROADCAST POINTOPOINT RUNNING NOARP  MTU:1500  Metric:1
          RX packets:3 errors:0 dropped:0 overruns:0 frame:0
          TX packets:3 errors:0 dropped:0 overruns:0 carrier:0
          collisions:0 txqueuelen:0 
          RX bytes:120 (120.0 b)  TX bytes:180 (180.0 b)

veth106.1 Link encap:Ethernet  HWaddr 00:18:51:B6:08:AE  
          UP BROADCAST RUNNING MULTICAST  MTU:1500  Metric:1
          RX packets:0 errors:0 dropped:0 overruns:0 frame:0
          TX packets:0 errors:0 dropped:0 overruns:0 carrier:0
          collisions:0 txqueuelen:0 
          RX bytes:0 (0.0 b)  TX bytes:0 (0.0 b)

 # ifconfig veth106.1 0
SIOCSIFADDR: No such device
veth106.1: unknown interface: No such device

Page 1 of 1 ---- Generated from OpenVZ Forum

https://new-forum.openvz.org/index.php?t=usrinfo&id=3382
https://new-forum.openvz.org/index.php?t=rview&th=7255&goto=35090#msg_35090
https://new-forum.openvz.org/index.php?t=post&reply_to=35090
https://new-forum.openvz.org/index.php

