Posted by texnoid on Thu, 27 Jan 2011 05:41:31 GMT

View Forum Message <> Reply to Message

auto ethO
iface ethO inet manual

auto eth0.70
iface eth0.70 inet manual

auto brO

iface brO inet static
address 10.10.10.106
netmask 255.255.255.0
bridge_ports eth0.70
bridge fd 9
bridge_hello 2
bridge_maxage 12
bridge_stp off

eth0.70 Link encap:Ethernet HWaddr 1C:C1:DE:78:C1:02
inet addr:10.10.10.106 Bcast:10.10.10.255 Mask:255.255.255.0
inet6 addr: fe80::1ecl:deff:fe78:c102/64 Scope:Link
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1
RX packets:352 errors:0 dropped:0 overruns:0 frame:0
TX packets:47 errors:0 dropped:0 overruns:0 carrier:0
collisions:0 txqueuelen:0
RX bytes:15064 (14.7 KiB) TX bytes:6752 (6.5 KiB)

vzctl set 30150 --netif_add eth0.70 --save

Page 1 of 2 ---- Generated from OpenVZ Forum


https://new-forum.openvz.org/index.php?t=usrinfo&id=5052
https://new-forum.openvz.org/index.php?t=rview&th=9342&goto=41466#msg_41466
https://new-forum.openvz.org/index.php?t=post&reply_to=41466
https://new-forum.openvz.org/index.php

Page 2 of 2 ---- Generated from OpenVZ Forum


https://new-forum.openvz.org/index.php

