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vzctl set 101 --netdev_add eth1 --save

root@IPPBX:~# ifconfig eth1
eth1      Link encap:Ethernet  HWaddr 1c:bd:b9:86:38:fd  
          inet addr:10.3.190.40  Bcast:10.3.191.255  Mask:255.255.252.0
          inet6 addr: fe80::1ebd:b9ff:fe86:38fd/64 Scope:Link
          UP BROADCAST RUNNING MULTICAST  MTU:1500  Metric:1
          RX packets:18793 errors:0 dropped:0 overruns:0 frame:0
          TX packets:4058 errors:0 dropped:0 overruns:0 carrier:0
          collisions:0 txqueuelen:1000 
          RX bytes:1998791 (1.9 MB)  TX bytes:905976 (905.9 KB)
          Interrupt:17 Base address:0xe800 

IPTABLES :

Chain INPUT (policy ACCEPT)
target     prot opt source               destination         

Chain FORWARD (policy ACCEPT)
target     prot opt source               destination         

Chain OUTPUT (policy ACCEPT)
target     prot opt source               destination 

root@IPPBX:~# iptables -L -n
Chain INPUT (policy ACCEPT)
target     prot opt source               destination         

Chain FORWARD (policy ACCEPT)
target     prot opt source               destination         
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Chain OUTPUT (policy ACCEPT)
target     prot opt source               destination 
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