Posted by 9112 on Thu, 26 Feb 2009 13:58:12 GMT

View Forum Message <> Reply to Message

vzctl set 106 --netif _add ethl --save

# ifconfig

venet0 Link encap:UNSPEC HWaddr 00-00-00-00-00-00-00-00-00-00-00-00-00-00-00-00
UP BROADCAST POINTOPOINT RUNNING NOARP MTU:1500 Metric:1
RX packets:3 errors:0 dropped:0 overruns:0 frame:0
TX packets:3 errors:0 dropped:0 overruns:0 carrier:0
collisions:0 txqueuelen:0
RX bytes:120 (120.0 b) TX bytes:180 (180.0 b)

veth106.1 Link encap:Ethernet HWaddr 00:18:51:B6:08:AE
UP BROADCAST RUNNING MULTICAST MTU:1500 Metric:1
RX packets:0 errors:0 dropped:0 overruns:0 frame:0
TX packets:0 errors:0 dropped:0 overruns:0 carrier:0
collisions:0 txqueuelen:0
RX bytes:0 (0.0 b) TX bytes:0 (0.0 b)

# ifconfig veth106.1 O
SIOCSIFADDR: No such device
veth106.1: unknown interface: No such device

Posted by sal0 on Fri, 27 Feb 2009 09:36:25 GMT

View Forum Message <> Reply to Message

Ismod | grep vzethdev

vzethdev 47008 0

vzmon 83480 10 vznetdev,vzrst,vzcpt,vzethdev
vzdev 36872 14 vznetdev,vzdquota,vzethdev,vzmon
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